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APPROVED SCALE NONE
SAMPLE NO. | AS20-12050037 UTE PAGE NO. 1 0F 2
CUSTOMER: ES&S DATE 2012.05.24
P/N:KAB—U.FL—1500RK—TW SPEC: MHFHCOAXIAL CABLE+MAF FILES: R:\SP\SP12\AS20—120500371.DWG




BILL OF MATERIAL

LEVEL | ITEM P/N SPECIFICATION ar'y WEIGHT/PC | MEMO
1 10 [ CW30037G034G5 |UL 10005 COAXIAL CABLE 1.5m

| . COWNDUCTOR : 32AWGx1C,SILVER PLATED COPPER WIRE.
2. INSULATION: FEP, ¢ 0.4040. 02mm, SELF-COLOR.
3.5HIELD:DOUBLE BRAID(16/4/0.05)+(16/6/0.05)
TINMED PLATED COPPER WIRE . COVERAGE 90% MIN.
4. JACKET :FEP, w0 1.324). 05mm,COLOR : GRAY,
GB COLOR: 116,N0 MARKING.

1 20 | PL10190-054PR |I-PEX CONNECTOR,P/N:20278-112R-32., 2pce

TOTAL WEIGHT

ELECTRICAL CHARACTERISTICS

ITEM SPECIFICATION MEMO

OPERATION TEMPERATURE: - 10°C~+807C.

INSULATION RESISTANCE:DC/250V 5M€} MIN. .

WITHSTAND VOLTAGE:AC/250V 2mA FOR ONE MINUTE.

CONTINUITY TEST: 100%.
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VSWR: 1~6GHz<1. 5.

MECHANICAL CHARACTERISTICS

ITEM SPECIFICATION MEMD

1 |I-PEX CONNECTOR TO ¢ 1.32 COAXIAL CABLE SHALL WITHSTAND 15N PULL MIN. FOR ONE MINUTE.,

NOTE

ITEM SPECIFICATION MEMO

1 |ALL MATERIAL MUST MEET RoHS.
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