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CONSTRUCTION

UL 21455 80°C 30V
A\1.CONDUCTOR: 304(7 /0.10)x12C, TINNED COPPER WIRE.
2.INSULATION: HYTREL,0D=0.60+0.03mm,COLOR: RED,PURFLE
BLACK, YELLOW,GREEN,BLUE,BROWN,WHITE,
PINK,GRAY,ORANGE, TAN.
3.SHIELD: AL—MYLAR(OUTSIDE)+DRAIN 28AWG(19/0.08)+
BRAID(16 /7 /0.1) TINNED COPPER WIRE,

COVERAGE 837 MIN.
4 ASSEMBLY: COTTON PAPER.

JACKET

COTTON PAPER

5.JACKET: MPPE—PE,WHITE DULL SURFACE,GB
A\ COLCR: 868,0D0=4.710.15mm,WMTH MARKING.

AL—MYLAR
INSULATION

ELECTRICAL CHARACTERISTICS

1.0PERATION TEMPERATURE: —10°C~+80°C.
2.INSULATION RESISTANCE:DC/250V 15Ma.m MIN..

3.WITHSTAND VOLTAGE: AC/250V FOR ONE MINUTE.
4 ALL MATERIAL MUST MEET RoHS AND HALOGEN FREE.
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DRAWING NO.
UNIT

APPROVED TITLE: ROUND CABLE SCALE

GENERAL TOLERANCE: DESC: 28#x12C
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»0.5~3=£0.1 *30~120=10.3
w3uf=10.1 >120~315=10.5 SPEC: MPPE—PE,WHITE DULL SURFACE DATE 2012.07.02
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