CIRCUITS

LENGTH

+.01 [.25] +.004 [.10]
23 2.00 [50.8] 283[7.2
23 4.00 [101.6] 283 (7.2
23 6.00 [152.4 283 (7.2
23 8.00 [203.2 283 (7.2
23 10.00 [254.0] 283 (7.2
25 2.00 [50.8] 307 [7.8
o5 4.00 [101.6] 307 [7.8
25 6.00 [152.4 307 [7.8
25 8.00 [203.2 307 [7.8
o5 10.00 [254.0] 307 [7.8
27 2.00 [50.8] 331[8.4
>7 4.00 [101.6 331[8.4
27 6.00 [152.4 331[8.4
27 8.00 [203.2 331[8.4
27 10.00 [254.0] 331[8.4
9 2.00 [50.8] 354 [9.0
29 4.00 [101.6] 354 [9.0°
29 6.00 [152.4 354 [9.0°
29 8.00 [203.2' 354 [9.0°
29 10.00 [254.0] 354 [9.0°
33 2.00 [50.8] 403[10.2
33 4.00 [101.6 403[10.2
33 6.00 [152.4 403[10.2
33 8.00 [203.2 403[10.2
33 10.00 [254.0] 403[10.2
39 2.00 [50.8] 472[12.0
39 4.00 [101.6] 472[12.0
39 6.00 [152.4 472[12.0
39 8.00 [203.2 472[12.0
39 10.00 [254.0] 472[12.0
45 2.00 [50.8] 543[13.8
45 4.00 [101.6] 543[13.8
45 6.00 [152.4 543[13.8
45 8.00 [203.2 543[13.8
45 10.00 [254.0] 543[13.8
51 2.00 [50.8] 614115.6
51 4.00 [101.6] 614115.6
51 6.00 [152.4 614115.6
51 8.00 [203.2 614115.6
51 10.00 [254.0] 614115.6

NOTES:

1. SUBSTRATE AND COVERLAY MATERIAL IS .001 [25uM] POLYIMIDE.

2. CONDUCTOR IS 1/2 OZ (.0007) [18uM] COPPER.
3. PLATING IS 2 MICRO INCI

4. TAIL ENDS ARE .008 [.20] THICK.
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ES MINIMUM OF HARD GOLD OVER 100 MICRO INCHES MINIMUM OF NICKEL.

LENGTH e

_ 118+.02 [3.00£0.50]
EXPOSED CIRCUITS
BOTH ENDS
(NOTE 4)
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-——.157£.02 [4.00£0.50]

TAIL STIFFENER
BOTH ENDS
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