CABLINE®-VS
Plating types

CABLINE®-VS component parts:

Connector parts Prefix parts number Plug parts Prefix parts number

/
20454
20453 | < 2574
PLUG SHELL-A
PLUG CABLE ASSEMBLY ]m WE 2576
_ PLUG PULL BAR
20455
RECEPTACLE
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CABLINE®-VS plug plating types:

Plug cable assembly

®
CABLINE "-VS plug cable assembly parts number
P/N:20453- # *¥T—* * *
NOTHING : HOUSING ASS'Y P/N 20454-0%xT
S : HOUSING ASS'Y P/N 20454-0%+T-01

1 : WITH PULL-BAR P/N 2576-0%%—%*

2 : WITHOUT PULL-BAR

3 : WITH INSULATION COAT PULL-BAR
P/N 2576—1%x—%x

L——0 : WITH DATUM MARK P/N 25740
1 : WITHOUT DATUM MARK P/N 2574-14+#

Pos.
SEE TABLE 1
| Recommended P/N| 20453-3%+T-13(20P/30P/40P) |  20453-350T-13S(50P)
TABLE 1
PART NO. CONTACT FINISH SHELL-A FINISH SHELL-B FINISH
CONTACT AREA : TOP SIDE - TOP SIDE -
Au 0.1 ¢ m MIN. OVER Ni 1.00 4 m MIN. Au 0.05 22 m MIN. OVER Ni 1.00 & m MIN. Au 0.015 2 m MIN. OVER Ni 1.00 4 m MIN.
20453-0%+T—+++ |SOLDERING AREA : BOTTOM SIDE : BOTTOM SIDE :
Au 0.05 ¢ m MIN. OVER Ni 1.00 4m MIN. | Au 0.015 & m MIN. OVER Ni 1.00 4 m MIN. Au 0.05 2 m MIN. OVER Ni 1.00 & m MIN.
, TOP SIDE - TOP SIDE -
BT CpTee T — Au 0.03 &2 m MIN. OVER Ni 1.00 & m MIN. Ni 1.00 2 m MIN.(THERE IS THE POSSIBILITY THAT
SOle_DiEleNr?S AREA - {100 Zhini B BOTTOM SIDE : Au ATTACHES RANDOMLY)
20453-24+T—ex |SOLDERINGAREAL. . 0 Ni 1.00 2 m MIN.(THERE IS THE POSSIBILITY THAT|BOTTOM SIDE :
u 0.9 tm MIN. 11.004m MIN. Ay ATTACHES RANDOMLY) Au 0.03 ¢ m MIN. OVER Ni 1.00 & m MIN.
CONTACT AREA - _
Y453 e SAGUEOE'OB:’I“I I ;ME'NE'QQVER Ni 1.00#mMIN. | 5ARTIAL Au 0.003 1 m MIN. OVER Ni 1.00 ¢ m MIN. | PARTIAL Au 0.003 & m MIN. OVER Ni 1.00  m MIN.
Au 0.03 4« m MIN. OVER Ni 1.00 & m MIN.

CABLINE®-VS plug parts appearance:

Plug cable assembly appearance Plug housing assembly Plug shell-A
Part No. 20453-0**T-*** Part No. 20454-0**T (for 50p: 20454-050T-01) | Part No. 2574-#**
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CABLINE®-VS receptacle plating types:

Receptacle

CABLINE®-VS receptacle parts number
P/N:20455-# *x E-# # #

NOTHING : PACKING QTY. IS 5000 IN REEL
-S : PACKING QTY. IS 500 IN REEL

SEE TABLE 2
Pos.

A : TYPE-A Design (For 20p only)

| Recommended P/N | 20455-0%*E—99 (30P/40P/50P)|  20455-A20E-99(20P) |
TABLE 2
PART NO. CONTACT FINISH SHELL FINISH DATUM MARK PART NO.
CONTACT AREA ' 20455-#+xE-02# WITH
20455-#+kE—#i2# | oo O 1L m MINL OVER Ni 1.00 4 m MIN. Au 0.02 /2 m MIN. OVER Ni 1.00 4 m MIN.
Au 0.05 2 m MIN. OVER Ni 1.00 £ m MIN. 20455-##+E—124# WITHOUT
CONTACT AREA . 20455-#**E-66# WITH
20455-#4+E-#6# | v O1L4m ML OVERNI 1004 m MIN. Au 0.01 ¢ m MIN. OVER Ni 1.00 & m MIN.
Au 0.05 2 m MIN. OVER Ni 1.00 ¢t m MIN. 20455-#+*E-T6# WITHOUT
CONTACT AREA ' ) _ —
S Au 0.03 2 m MIN. OVER Ni 1.00 ¢ m MIN. ALL OVER Ni 1.00 2 m MIN. 20455-#4+E-89# WITH
20455-#++E—#9# || DERING AREA SOLDERING AREA .
mwm—MlN.OVER Ni 1.00 12 m MIN. Au 0.02 £ m MIN. OVER Ni 1.00 4 m MIN. 20455-#**E—99# WITHOUT
® L
CABLINE -VS receptacle appearance:
Receptacle appearance Appearance from top / bottom
Part No. 20455-#**E-#2#
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CABLINE®-VS

Different plating types cross-mating check

-Evaluation test of Contact corrosion between dissimilar metals-

CABLINE®-VS different plating type cross-mating test conditions

Plug cable assembly plating type

Cross-mating evaluation

Receptacle plating type

Part No. 20453-0**T-***

Part No. 20453-3**T-***

Part No. 20455-#**E-#2#

Part No. 20455-#**E-#9#
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CABLINE®-VS cross-mating test condition 1:
Plug Part No. 20453-0"*T-*** | Receptacle Part No. 20455-#"*E-#94#

Example of Dissimilar metal contact positions:

Plug housing assembly
View from top

Plug housing assembly
View from bottom

Mated CABLINE-VS cross-section

Receptacle

Contact corrosion of a dissimilar metal check result

Test result of test condition 1 :
No notable change in ground (GND) resistance test result, both “Humidity (Steady state)” and “Humidity (Cycling)”.
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(F Group : JifE (EBIRRER)) (G Group : JRE(HAU>7))
A change of GND resistancs (F Group: Humidity(Steady state)) A change of GND resistance (G Group:Humidity(Cycling))
; _ _ Plug assembly: Part No. 20453-0**T-***
Please see test report for more test details IER-001-08721( Recuptacie: part No. 2045507 E49 )
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CABLINE®-VS cross-mating test condition 2:
Plug Part No. 20453-3"*T-*** | Receptacle Part No. 20455-#"*E-#24#

Example of Dissimilar metal contact positions:

Plug housing assembly
View from top

Plug housing assembly
View from bottom

Mated CABLINE-VS cross-section

Receptacle

Contact corrosion of a dissimilar metal check result

Test result of test condition 2 :
No notable change in ground (GND) resistance test result, both “Humidity (Steady state)” and “Humidity (Cycling)”.
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Initial After test Initial After test
GND IEHEDZE 1Y, GND IEHABEDZEAL
(F Group : AZ2fE (E R IREE)) (G Group : JEE(HAU>1)))
A change of GND resistance (F Group: Humidity(Steady state)) A change of GND resistance (G Group:Humidity(Cycling))
i _ _ Plug assembly: Part No. 20453-3**T-***
Please see test report for more test details IER-001-08802( gecutace: part No. 2045507 E42 )
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