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IREV DESCRIPTION DATE
A Original Edition 2020/03/18
40
P1
I-PEX 20453-040T
Contact Side
1
PIN OUT PIN OUT

Pl Color Fiife | P2 Pl Color gttt | P2
1 Blue ¥t 1 21 Blue ¥t 21
2 Blue H5td 2 22 Blue H5td 22
3 Blue #5ta 3 23 Blue ¥t 23
4 Blue ¥ 4 24 Blue ¥ 24
5 Blue H5td 5 25 Blue H5td 25
6 Blue H5td 6 26 Blue H5td 26
7 Blue H5td 7 27 Blue H5td 27
8 Blue #5ta 8 28 Blue ¥t 28
9 Blue ¥t 9 29 Blue #5ta 29
10 Blue ¥t 10 30 Blue ¥t 30
11 Blue ¥ 11 31 Blue #5fa 31
12 Blue #5f 12 32 Blue #5f 32
13 Blue It 13 33 Blue It 33
14 Blue B¢ 14 34 Blue B¢ 34
15 Blue #5ta 15 35 Blue #5fa 35
16 Blue #5ta 16 36 Blue #5ta 36
17 Blue ¥t 17 37 Blue #5ta 37
18 Blue It 18 38 Blue It 38
19 Blue B¢ 19 39 Blue B¢ 39
20 Blue H5ta 20 40 Blue H5ta 40

NOTES: SHELL SHELL

1.* is the important test dimension

2.The glue could not cover the surface of CONN

3.Insulation Impendance:DC/200V 20MQ MIN

4.Conduction Impendance:3Q MAX

5.Withstand voltage:AC/200V 2mA for 0.01 Seconds
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Flated by green or blue transparent tape

1.Add UV Glue at the end of connector

2.GND Copper Foil connect the shells

P2
I-PEX 20453-040T

Back Side

6 UV GLUE UV Bt 1F
5 COPPER FOIL | GND Copper Foil #2374 5 1.0%0.1 2
I-PEX Original J&] ~ ( Pitch:0.5mm ) ,20453-240T-11S SET
4 CONNECTOR HHEAA > 2
3 AC TAPE BLACK Actate Tape 2 @f5EEAT W30MM 2
2 ITRANSPARENT TAPE | GreenTRANSPARENT TAPE 4} (i HHE G 2
1 WIRE UL1354 40AWG BULE %% 50Q » L=105MM 40
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Customer Code : TP009

Customer P/N : KAB-I-PEX-20453-040T-0100-1:1-FLAT
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TITLE:

Original I-PEX 20453-240T TO
20453-240T L=100MM
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