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IREV DESCRIPTION DATE
A Original Edition 2020/06/16
=25+ 2MM=—
P1 40 /@
I-PEX 20524-040T
Contact Side 1
D00
PIN OUT PIN OUT
P1 Color P2 P1 Color P2
1 Green 1 21 Green 21
2 Green 2 22 Green 22
3 Green 3 23 Green 23
4 Green 4 24 Green 24
5 Green 5 25 Green 25
6 Green 6 26 Green 26
7 Green 7 27 Green 27
8 Green 8 28 Green 28
9 Green 9 29 Green 29
10 Green 10 30 Green 30
11 Green 11 31 Green 31
12 Green 12 32 Green 32
13 Green 13 33 Green 33
14 Green 14 34 Green 34
15 Green 15 35 Green 35
16 Green 16 36 Green 36
17 Green 17 37 Green 37
18 Green 18 38 Green 38
19 Green 19 39 Green 39
20 Green 20 40 Green 40
NOTES: Shell Shell
1.* is the important test dimension
2.The glue could not cover the surface of CONN
3.Insulation Impendance:DC/200V 20MQ MIN
4.Conduction Impendance:3Q MAX
5.Withstand voltage:AC/200V 2mA for 0.01 Seconds

1.Add UV Glue at the end of connector

2.GND Copper Foil connect the shells

10

P2
I-PEX 20524-040T

Contact Side

6 AC TAPE Black Acetate Tape W =25 mm 2

5 AC TAPE Black acetate tape W = 25 mm 1

4 UV GLUE uv /

3 COPPER FOIL | GND Copper Foil 1.0*0.1 2

2 | CONNECTOR | I-PEX Original (Pitch:0.4mm), 20524-040T 1

1 WIRE Micro coaxial cable 42AWG 50Q Green, L = 310 mm 40
NO. ITEM DESCRIPTION QYT
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KAB-I-PEX-20524-040T-0300-1:1-ROUND
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Original I-PEX 20524-040T TO
20524-040T L=300MM
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